
Revolutionary
Ozone Sprayer for
on the road
Just add water and clean and sanitize with one click.
The ideal alternative to chemical sanitization.

Kills bacteria in
5 seconds

Harmless to skin
Safety

Achieve 99.99% sanitizer rate
5 seconds

Bacteria & Viruses 
Eliminates

to Environment
Friendly



High effect

Chemical-free

Ozonated water is known for its fast and powerful sanitizing 

performance. This ozone sprayer provides effective, safe and 

environmentally friendly surface cleaning for many commercial 

hygiene applications. 

The rechargeable professional ozone spray bottle

ClaraClean® click! 20 applies a revolutionary electrolysing 

technology that converts normal tap water into a sanitizing water. 

This technology can replace traditional chemical surface cleaners.

Simply fill the bottle with clean tap water, press the button and the 

device instantly transforms ordinary water into ozonated water.

SGS

Industry leading 3ppm 
professional high concentration
ozone water

Features

Only needs water and 
electricity. No additional costs

Does not change the
water pH level

USB-C charging
Plug and play

Strong and sturdy
metal body



Third-party measured
sanitize rate

99.99%
Sanitizes faster
than chlorine

3000 times

5 seconds
Achieve 99.99%
sanitize rate

Service lifeChemical residues

Maintains the concentration 
of ozone water time

12000 timesZERO

25 minutes

With only a single press of one button

20 ml

Cleaning and sanitizing of 
waterproof surfaces.

Cleaning and sanitizing of 
personal items.

Cleaning and sanitization of 
mobile devices.

Hygienic hand cleaning and skin-
friendly care. 

Focus Points

> 99.99%

Hand sanitation  
> 99.99%

Surface sanitation  
Rapidly Inactivated  

SARS-CoV-2 

Added the approval to use ozone water as a food surface bactericide in its food specification.



Modell No. ClaraClean® click! 20

O3 Concentration* 3.0 ppm

Reservoir Size 20 ml

Charging Time 60 minutes

Water Quality Clean tap water**

Water Temperature 5 - 35°C

Ambient Temperature 5 - 40°C

Rechargable Battery Li-polymer Batterie, 3.7V/800mAh

Charger Input Input : 100-240V AC, 50/60Hz　　　Output : 5V/1A DC

Dimensions Φ28 x 134,5 mm

Weight 55g  ± 1% 

Life Span > 2 year (8 bottles uses/day)

AVET - Schweiz, Suisse, France
Avet AG
Eichwiesstrasse 9 | CH-8630 Rüti-Zürich
Phone: +41 (0)55 251 40 60 |  Fax: +41 (0)55 251 40 61
Email: info@avet.eu

AVET - Deutschland
Avet GmbH
Geschwister-Scholl-Straße 10 | DE-72160 Horb am Neckar
Phone: +49 (0)74 51 62 69 011 |  Fax: +49 (0)74 51 62 69 013
Email: info.de@avet.eu

www.avetglobal.com

*  Tested with soft clean water (TDS ≈ 100 ppm, temperature ≈ 25°C) Ozone concentration varies depending on conditions such as water quality or temperature.
**Potable water (TDS 60 - 200 ppm, Hardness < 180 ppm as CaCO3) . If hard water is used (hardness > 120 ppm CaCO3;TDS > 250 ppm), 
　regular cleaning with citric acid solution is recommended for maintaining performance. 

Specifications


